
 
CHERRY UM MICROPHONE SERIES 

 

 

CHERRY  
UM 3.0 

CHERRY  
UM 6.0 ADVANCED  

CHERRY  
UM 9.0 PRO RGB 

1 polar pattern  
(cardioid) 

2 polar patterns  
(cardioid, omnidirectional) 

4 polar patterns  
(cardioid, omnidirectional, 
bidirectional, stereo) 

Push-to-mute function Push-to-mute function Push-to-mute function 

Headphone jack Headphone jack Headphone jack 

Compatible with PC, Mac, PS4, 
PS5 (connection via USB-C 
cable) 

Compatible with PC, Mac, PS4, 
PS5 (connection via USB-C 
cable) 

Compatible with PC, Mac, PS4, 
PS5 (connection via USB-C 
cable) 

Bit rate: 24 bit Shock mount function Shock mount function 

Scanning rate: 96 KHz Gain control Gain control 

Frequency response:  
20 Hz - 20kHz 

Bit rate: 24 bit RGB lighting (different RGB 
color effects or single colors) 

Dimensions:  
160 x 140 x 263 cm 

Scanning rate: 96 KHz Bit rate: 24 bit 

Weight: 
approx. 495 g 

Frequency response:  
20 Hz - 20kHz 

Scanning rate: 96 KHz 

 Dimensions:  
160 x 144 x 272 cm 

Frequency response:  
20 Hz - 20kHz 

 Weight: 
approx. 544 g 

Dimensions:  
160 x 144 x 272 cm 

  Weight: 
approx. 555 g 

 


